





NOTE: This product must be mounted to studs in order to achieve the advertised weight limit

INSTALLATION

NOTE: Attachments and placement vary per customer order.

Use a stud finder to locate two studs about 32" apart where you want to mount the product.
Use a pencil to mark their location.

Spacers

Align the mounting holes on the left
Wall Bracket (A) with the previously
marked wall stud. Make sure itisata
desired height and use a level to
ensure the mounting holes are
straight up and down.
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Mark hole locations

With the Wall Bracket (A) positioned
correctly, mark both mounting holes
with a pencil. Reference the picture
for the correct orientation.

Attachments
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Q e G Move the Wall Bracket (A) out of the way, use a 3/32”(2.5mm) drill bit
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INCLUDED HARDWARE:
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Shelf Mount S
Wall M%l):;.t[}SCI’EWS Wg:yhirs © ((J)’:Jyl? 4 erews Slide the right Wall Bracket (A) onto the Horizontal Track

(B). Then slide the Horizontal Track (B)into the mounted
Wall Bracket (A). Align the mounting holes of the right

Mount the Wall Bracket (A)to the Wall Bracket (A) with the second marked stud.

wall using the provided Wall Mount
Screws (G) and Washers (H).

RECOMMENDED TOOLS: WEIGHT LIMITS: Use a level to ensure the system sits flat. Use a pencil to

mark the mounting holes. Reference the picture above

Drill/driver 50 Ibs. max per attachment Ensure the Wall Bracket (A)is for the correct orientation.
Drill bits 300 Ibs. max with up to 100 Ibs. firmly secured.

Socket wrench w/ extension on the shelf portion

Level

Tape measure

Remove the Horizontal Track (B) along with the right Wall Bracket (A).

Pencil Use a 3/32"(2.5mm) drill bit to create pilot holes in the marked locations.

Stud finder




